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Proposal Enquiry

Project Details 
	* Contact Name:-
	

	
	

	 * Contact Details (Phone / Email):-
	

	
	

	* Company:-
	

	
	

	* Project Name:-
	

	
	

	 End User:-
	

	
	

	* Country Of Order:-
	

	
	

	 * Country Of Installation:-
	

	
	

	* Industry (Bio-mass, Sugar etc) :-
	

	
	

	Submission Date:-
	

	
	

	Customer Comments
	Please specify any customer details to support tender process (Key Customer, Existing user of AST equipment, existing User of Weir Group Services, Project Status, Feasibility Study, Order to Place, Timescale etc) 


* Minimum Required Information

	* Inlet Steam Pressure:-
	Bar a

	
	

	* Inlet Steam Temperature:-
	°C

	
	

	** Inlet Steam Flow:-
	Kg/hr

	
	

	* Back Pressure / Condensing
	

	
	

	 * Exhaust Pressure
	

	
	

	Air Cooled / Water Cooled (Condensing sets only)
	

	
	

	Cooling Medium Temperature
	

	
	

	** Power Output
	Determined By Inlet Flow

	
	

	 * Project Comments
	Please specify any project details on projects as required such as (clients key requirements efficiency, Process steam etc) 

	
	


* Minimum Required Information 
** If Inlet Steam flow is to be determined by power please leave blank and complete power output cell

Bleed / Extraction Details (If Required)
	
	

	Bleed / Extraction Pressures (1) :-
	Bar a

	
	

	Bleed / Extraction Flow (1) :-
	Kg/hr

	
	

	Bleed / Extraction requirement (Process, Deaerator Etc) :-
	

	
	

	MW Thermal Output (If Known)
	

	
	

	Bleed Pressures (2) :-
	Bar a

	
	

	Bleed Flow (2) :-
	Kg/hr

	
	

	Bleed requirement (Process, Deaerator Etc) :-
	

	
	

	MW Thermal Output (If Known)
	

	
	

	Bleed Pressures (3) :-
	Bar a

	
	

	Bleed Flow (3) :-
	Kg/hr

	
	

	Bleed requirement (Process, Deaerator Etc) :-
	

	
	

	MW Thermal Output (If Known)
	

	
	


Driven Equipment
	
	

	 * Generator / Condenser / pump / Other:-
	

	
	

	 * Required Output Speed
	1500 rpm

	
	


* Minimum Required Information 

Generator Details (If Required):-

	
	

	Generator Voltage:-
	11 kV 

	
	

	Generator Frequency and speed :-
	50 Hz / 1500 rpm

	
	

	Power Factor:-
	0.8 pf

	
	

	Cooling Method:- 
	CACW - 30°C Water

	
	


Condenser Details (If Required)

	
	

	Water Cooled / Air Cooled :-
	Water Cooled 

	
	

	Design Cooling Temperature
	30°C
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